
Wind Speed Sensor
Model Vento 1
Adcon’s new top-quality wind speed sensor
is an extremely accurate yet very robust unit,  
made in Germany. The sensor employs 
maintenance-free precision bearings,  
providing for a long service life without 
deterioration in accuracy. The entire unit 
is built of sea water resistant aluminum, 
including the cups, which can easily be 
replaced in the field by means of 3 hex screws.

The sensor employs an accurate, ultra-low-friction
magnetic measuring element with an extremely low 
power consumption, making it ideally suited for use  
with Adcon’s solar powered weather stations. The  
sensor comes with a 49cm long aluminum mounting  
arm and is supplied with a 2m cable, fitted with a 7-pin  
Binder connector for easy connection to an Adcon RTU. 

Applications
 Agricultural weather stations
 Hydrographical weather stations
 Evapotranspiration (ET) calculation
 Monitoring of solar power installations
 Tourist information, sports and leisure

ADCON TELEMETRY GMBH  |  Inkustrasse 24  |  3400 Klosterneuburg   |  Austria

Tel.: +43 (2243) 382 80-0  |  Fax: +43 (2243) 382 80-6  |  E-Mail: info@adcon.com  |  Web: http://www.adcon.com

© 12/2013 Adcon Telemetry GmbH  |  Contents subject to modifications

SMART WIRELESS SOLUTIONS

Dimensions incl. arm 550 x 200 x 360mm LxWxH

Weight 1.600g (incl. mounting arm)

Material Sensor case, anemometer cups 
and mounting arm: aluminum

Protection class IP65

Operating 
environment

-40°C  ... +70°C; 0 ... 100% rh; 
non-icing conditions

Measuring range < 0,4 ... 55,56 m/s (1,08 ... 200km/h)

Resolution < 0,1m/s

Accuracy < ±0,5m/s

Onset speed < 0,4m/s

Measuring principle magnetic position encoder

Supply voltage 4 ... 15V DC @ <2mA

Output signal 0 ... 2,5V DC

Mounting on poles with a Ø of 40 - 50mm;
clamps included

Cable and connector 2m cable, 7-pin Binder M9 male

Standards VDI 3786, sheet 2; WMO No. 8

Ordering information:

200.733.281 Adcon Wind Speed Sensor Vento1 

Technical data

Wind Speed Sensor Vento 1, incl. mounting arm

1. Mounting screws
2. Cups
3. Sensor shaft
4. Allen key


